
 

 

 

 

 

 

 

Simply striking anyway you look at it; the HP x2401 LED-
Backlit Monitor delivers vivid color imagery from almost 
any angle with MVA panel technology, a sophisticated 
micro-thin design, and smart connectivity. It’s perfect for 
sharing photos and videos with everyone gathered around. 

Satisfy your sense of style 
There’s thin, and then there’s micro-thin. Revamp your 
desktop space with this ultra-sleek monitor that boasts an 
11-mm profile, piano black bezel, and brushed metal case 
that looks spectacular in any setting. The unique, 
adjustable easel stand frees up even more space and adds a 
touch of modern architecture that’s functional and 
stunning. 

Unleash your multimedia experience  
Expect image consistency from nearly any seat in the house 
with 178° horizontal and vertical viewing angles. Show off 
and spread out across a 24-inch diagonal, full-HD1 display 
that lets you multi-task in crisp, vibrant detail. See the 
difference a 5,000:1 static contrast ratio2 can make--your 
photos and videos have more depth with deeper blacks and 
whiter whites. Even your documents and e-mails3 are easier 
to read. A 10,000,000:1 dynamic contrast ratio2 combines 

with quick on/off switching times to deliver brilliant screen 
performance  

Form meets function 
Quickly and easily connect the display to your notebook or 
desktop with integrated DisplayPort or HDMI connectivity 
(with HDCP support). Skip the cable clutter with convenient 
L-connectors that hide power and video cords in the back 
where they belong. A flexible easel stand lets you 
conveniently adjust your display’s position as needed. The 
included VESA-compatible 100-mm hole pattern plate 
supports mounting of the display on a wall or arm (sold 
separately). 

A brighter future  
Mercury-free LED backlighting saves energy and helps 
decrease your environmental footprint. Less toxins and 
more recyclable parts go a long way with BFR/PVC4 
components, arsenic-free5 display glass, and 100% 
recyclable plastics. 

When you need support, we’re right behind you. Chat and  
e-mail with our support technicians 24/7 and relax with a 
standard one-year limited warranty.

 

Beautiful by design, this ultra-chic monitor blends modern style with 
enhanced performance features—ideal for showcasing your multimedia. 
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Part number B6R21AA 

Panel type  MVA LED Backlit LCD 

Viewable image area  61 cm (24 in) diagonally measured 

Viewing angle Up to 178° horizontal/178° vertical  

Brightness2 250 nits (cd/m2) 

Contrast ratio2 5000:1 (typical); 10,000,000:1 (dynamic) 

Response rate2 12 ms (on/off) 

Frequency Horizontal: 24 to 94 kHz; Vertical: 50 to 76 Hz 

Native resolution 1920 X 1080 @ 60 Hz 

Resolutions supported 1920x1080 @ 60 Hz; 640 x 480 @ 60 Hz 

Input signal Two connectors: (1) HDMI and (1) Display Port 1.1, HDCP support  

User controls (on-
screen display) 

Brightness, contrast, color, image control, OSD control, management, language, information, factory reset, 
source control 

Power consumption Maximum: 28 watts; Typical: 23 watts ; Power saving: <0.5 watts standby 

Dimensions (h × w × d) Unpacked: 43.13 x 56.69 x 13.09 (16.98 x 22.32 to 5.15 in) 
Head only: 43.62 x 56.69 x1.51 (17.17 x 22.32 x 0.6 in) 

Base features Tilt: 10° to 35° vertical 

Environmental Operating: 5° to 35° C (41° to 95° F); Non-operating: -20° to 60° C (-34° to 140° F) 

Certification and 
compliance 

ENERGY STAR® 

Limited warranty3 Protected by an HP standard limited warranty (1-1-0). Certain restrictions and exclusions apply. 

1. High definition (HD) content is required to view HD images. 
2. All performance specifications represent the typical specifications provided by HP's component manufacturers; actual performance may vary either higher or lower. 
3. Internet access required and sold separately. 
4. Meeting the industry definition of 'BFR/PVC-free' per the iNEMI Position Statement on "Low Halogen" Electronics. Plastic parts incorporated into the chassis generally 
contain < 1000 ppm (0.1%) of bromine or chlorine. Printed circuit board and substrate laminates generally contain < 1500 ppm (0.15%) of total bromine and chlorine. Service 
parts after purchase may not be BFR/PVC-free. External accessories, including power supplies, power cords, and peripherals are not BFR/PVC-free.  
5. Arsenic and its compounds were not detected using U.S. EPA test methods 3052/6010b by ICP-AES with a MDL 10 ppm.   
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