
Motion Vision X 

Wireless Streaming. 5-channel surround sound from an all in-one soundbar 
that also lets you stream music wirelessly. New DTS Play-Fi™ technology lets 
you effortlessly stream from your Android, iOS, Kindle Fire or PC devices. Just 
download the free app and stream music to one or multiple Vision X soundbars.

We engineered the Motion Vision X with a commanding bass performance paired 
with precisely crafted mid- and high-frequencies, creating a vivid, three-dimensional 
soundstage. Front left/right and center channels use three advanced-resolution Folded 
Motion™ tweeters, four high-performance woofers and seven dedicated amplifiers to 
deliever 100 watts of total system power that also simulates the rear left/right effects 
channels to create a fully immersive, five-channel surround sound throughout the listening 
environment.

Dual rear-firing bass ports reinforce the bass extension for astonishingly deep bass, and for bass aficionados who 
desire the deepest bass experience, the built-in SWT-2 transmitter allows the addition of a compatible wireless 
MartinLogan subwoofer.

Hassle-Free Setup & Simple Controls
Motion Vision X includes a robust, redesigned mounting bracket that’s even less obtrusive than the previous 
design. Plus, we’ve designed a new remote control which puts even greater functionality at your fingertips. 
The top-mounted control center is composed of brushed stainless steel and provides convenient 
access to all features/functions.

Motion Vision X Motion Vision X 
S P E C I F I C A T I O N S
Frequency Response
43–23,000 Hz ± 3 dB
High Frequency Driver
Three 1” x 1.4” (2.6cm x 3.6cm) 
Folded Motion Transducers with 
5.25” x 1.75” (13.3cm x 4.4cm) diaphragm.
Low Frequency Drivers
Four 4” (10.2cm) fiber cones with extended throw 
drive assembly. Non-resonant asymmetrical chamber
format.
Amplifier Power
100 Watts (200 Watts peak) combined total .
output across 7 amps.
Components & Decoding
DSP based preamplifier
Dolby® Digital, DTS Digital Surround™
Crossover Frequency
3,000 Hz
Inputs
(1x) Optical SPDIF (digital optical), (1x) Coax 
SPDIF (digital coaxial), (1x) Analog 3.5 mm,
(1x) Ethernet
Outputs
(1x) Subwoofer Out via analog RCA
Controls
Top mounted controls and included remote control.
Remote Battery
(2x) AAA
Wireless Output
Built-in SWT-2 Subwoofer Wireless Transmitter 
compatible with select MartinLogan subwoofers.
Wireless Connectivity
2.4GHz and 5.0GHz; 802.11 g/n
Cabinet
Ported
Weight
20.5 lbs. (9.3 kg) 
Dimensions
5” x 39.9” x 5.85” 
(12.7cm x 101.3cm x 14.8cm)

Specifications are subject to change without notice.

NEW!
Extruded aluminum 
remote control


